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1929 (NGVD29).  With the finalization of the North American Vertical Datum of 1988 
(NAVD88), many FIS reports and FIRMs are being prepared using NAVD88 as the 
referenced vertical datum.  All flood elevations in this report are referenced to the 
NAVD88 datum. 

This study uses multiple data sources that referenced elevation data to the NGVD29 
vertical datum.  These sources required adjustment to the NAVD88 vertical datum prior 
to use in this study.  Unlike the continental United States where conversions between 
these datums are readily available via tools and online resources, in Alaska the 
conversions are more difficult to establish and are more prone to error.  In Fairbanks, the 
case is more complicated because there were two different adjustments that were applied 
to NGVD29 monument elevations by the United States Geological Survey (USGS), the 
first in 1966 and the second in 1977.  Adjustments to NGVD29 in the continental U.S. 
are generally small but in the case of the 1977 adjustment in Fairbanks, the adjustment 
was 2 feet, so it is more important to note which adjustment an NGVD29 elevation is 
referenced to.  To complicate things further, the USGS adjustment in 1977 was only 
applied to one third of the first order vertical stations in the Fairbanks area.  So in 
addition to knowing what monument an NGVD29 elevation is referenced, it is also 
important to know what NGVD29 adjustment was used for that monument.  Based on 
earlier efforts by RCH Surveys, the NGVD29 elevation information used on the Tanana 
River Levee and elsewhere on the Chena River Lakes Flood Control Project appear to be 
based on the 1966 adjustment. 

The 1966 adjustment of all 1st order stations in the Fairbanks area was based on mean sea 
level (MSL) on the Gulf of Alaska.  The adjustment is approximately equal to the 
NAVD88 vertical datum minus 5.1 feet.  As a result, this FIS report and FIRM, 
elevations were converted from NGVD29 to NAVD88 by adding 5.1 feet to the 
NGVD29 elevations (Reference 14).  Structure and ground elevations in the community 
must, therefore, be referenced to NAVD88.  It is important to note that adjacent boroughs 
may be referenced to NGVD29.  This may result in differences in Base Flood Elevations 
(BFEs) across the borough boundaries.  

 For more information on NAVD88, see the FEMA publication entitled Converting the 
National Flood Insurance Program to the North American Vertical Datum of 1988 
(FEMA, June 1992), or contact the Vertical Network Branch, National Geodetic Survey, 
Coast and Geodetic Survey, National Oceanic and Atmospheric Administration, 1315 
East-West Highway, Silver Spring, Maryland 20910-3282 (Internet address 
http://www.ngs.noaa.gov). 

 Temporary vertical monuments are often established during the preparation of a flood 
hazard analysis for the purpose of establishing local vertical control. Although these 
monuments are not shown on the FIRM, they may be found in the Technical Support 
Data Notebook associated with the FIS report and FIRM for this community.  Interested 
individuals may contact FEMA to access these data. 

http://www.ngs.noaa.gov/


















































































55 

Figure 2: FIRM Notes to Users 

NOTES TO USERS 
For information and questions about this map, available products associated with this FIRM 
including historic versions of this FIRM, how to order products, or the National Flood 
Insurance Program in general, please call the FEMA Map Information eXchange at 1-877-
FEMA-MAP (1-877-336-2627) or visit the FEMA Map Service Center website at 
http://msc.fema.gov. Available products may include previously issued Letters of Map 
Change, a Flood Insurance Study Report, and/or digital versions of this map. Many of these 
products can be ordered or obtained directly from the website. Users may determine the 
current map date for each FIRM panel by visiting the FEMA Map Service Center website or 
by calling the FEMA Map Information eXchange. 
 
Communities annexing land on adjacent FIRM panels must obtain a current copy of the 
adjacent panel as well as the current FIRM Index. These may be ordered directly from the 
Map Service Center at the number listed above. 
 
To determine if flood insurance is available in the community, contact your insurance agent or 
call the National Flood Insurance Program at 1-800-638-6620. 
 
PRELIMINARY FIS REPORT: FEMA maintains information about map features, such as 
street locations and names, in or near designated flood hazard areas. Requests to revise 
information in or near designated flood hazard areas may be provided to FEMA during the 
community review period, at the final Consultation Coordination Officer's meeting, or during 
the statutory 90-day appeal period. Approved requests for changes will be shown on the final 
printed FIRM. 
 
The map is for use in administering the NFIP. It may not identify all areas subject to flooding, 
particularly from local drainage sources of small size. Consult the community map repository 
to find updated or additional flood hazard information. 
 
BASE FLOOD ELEVATIONS: For more detailed information in areas where Base Flood 
Elevations (BFEs) and/or floodways have been determined, consult the Flood Profiles and 
Floodway Data and/or Summary of Stillwater Elevations tables within this FIS Report. Use 
the flood elevation data within the FIS Report in conjunction with the FIRM for construction 
and/or floodplain management. 
 
Coastal Base Flood Elevations shown on the map apply only landward of 0.0' North American 
Vertical Datum of 1988 (NAVD 88). Coastal flood elevations are also provided in the 
Summary of Stillwater Elevations table in the FIS Report for this jurisdiction. Elevations 
shown in the Summary of Stillwater Elevations table should be used for construction and/or 
floodplain management purposes when they are higher than the elevations shown on the 
FIRM. 
 
FLOODWAY INFORMATION: Boundaries of the floodways were computed at cross sections 
and interpolated between cross sections. The floodways were based on hydraulic 
considerations with regard to requirements of the National Flood Insurance Program. 
Floodway widths and other pertinent floodway data are provided in the FIS Report for this 
jurisdiction. 
 
FLOOD CONTROL STRUCTURE INFORMATION: Certain areas not in Special Flood 
Hazard Areas may be protected by flood control structures. Refer to Section 4.3 "Non-Levee 
Flood Protection Measures" of this FIS Report for information on flood control structures for 
this jurisdiction. 

http://msc.fema.gov/


http://www.ngs.noaa.gov/
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Figure 3: Map Legend for FIRM 

SPECIAL FLOOD HAZARD AREAS: The 1% annual chance flood, also known as the base flood or 
100-year flood, has a 1% chance of happening or being exceeded each year. Special Flood Hazard 
Areas are subject to flooding by the 1% annual chance flood. The Base Flood Elevation is the water-
surface elevation of the 1% annual chance flood. The floodway is the channel of a stream plus any 
adjacent floodplain areas that must be kept free of encroachment so that the 1% annual chance flood 
can be carried without substantial increases in flood heights. See note for specific types. If the 
floodway is too narrow to be shown, a note is shown. 

 

Special Flood Hazard Areas subject to inundation by the 1% annual 
chance flood (Zones A, AE, AH, AO, AR, A99, V and VE) 

Zone A The flood insurance rate zone that corresponds to the 1% annual chance 
floodplains. No base (1% annual chance) flood elevations (BFEs) or 
depths are shown within this zone. 

Zone AE The flood insurance rate zone that corresponds to the 1% annual chance 
floodplains. Base flood elevations derived from the hydraulic analyses are 
shown within this zone, either at cross section locations or as static 
whole-foot elevations that apply throughout the zone. 

Zone AH The flood insurance rate zone that corresponds to the areas of 1% annual 
chance shallow flooding (usually areas of ponding) where average depths 
are between 1 and 3 feet. Whole-foot BFEs derived from the hydraulic 
analyses are shown at selected intervals within this zone. 

Zone AO The flood insurance rate zone that corresponds to the areas of 1% 
annual chance shallow flooding (usually sheet flow on sloping terrain) 
where average depths are between 1 and 3 feet. Average whole-foot 
depths derived from the hydraulic analyses are shown within this zone. 

Zone  AR The flood insurance rate zone that corresponds to areas that were 
formerly protected from the 1% annual chance flood by a flood control 
system that was subsequently decertified. Zone AR indicates that the 
former flood control system is being restored to provide protection from 
the 1% annual chance or greater flood. 

Zone  A99 The flood insurance rate zone that corresponds to areas of the 1% 
annual chance floodplain that will be protected by a Federal flood 
protection system where construction has reached specified statutory 
milestones. No base flood elevations or flood depths are shown within 
this zone. 

Zone  V The flood insurance rate zone that corresponds to the 1% annual chance 
coastal floodplains that have additional hazards associated with storm 
waves. Base flood elevations are not shown within this zone. 

Zone  VE Zone VE is the flood insurance rate zone that corresponds to the 1% 
annual chance coastal floodplains that have additional hazards 
associated with storm waves. Base flood elevations derived from the 
coastal analyses are shown within this zone as static whole-foot 
elevations that apply throughout the zone. 

 
Regulatory Floodway determined in Zone AE. 
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OTHER AREAS OF FLOOD HAZARD 

 

Shaded Zone X: Areas of 0.2% annual chance flood hazards and areas 
of 1% annual chance flood hazards with average depths of less than 1 
foot or with drainage areas less than 1 square mile. 

 

Future Conditions 1% Annual Chance Flood Hazard – Zone X: The flood 
insurance rate zone that corresponds to the 1% annual chance 
floodplains that are determined based on future-conditions hydrology. No 
base flood elevations or flood depths are shown within this zone. 

 

Zone X Protected by Accredited Levee: Areas protected by an accredited 
levee, dike or other flood control structures. See Notes to Users for 
important information. 

OTHER AREAS 

 

Zone D (Areas of Undetermined Flood Hazard): The flood insurance rate 
zone that corresponds to unstudied areas where flood hazards are 
undetermined, but possible 

 
Unshaded Zone X: Areas determined to be outside the 0.2% annual 
chance flood hazard 

FLOOD HAZARD AND OTHER BOUNDARY LINES 

 
Flood Zone Boundary (white line) 

 
Limit of Study 

 Jurisdiction Boundary 

 
Limit of Moderate Wave Action (LiMWA): Indicates the inland limit of the 
area affected by waves greater than 1.5 feet 

GENERAL STRUCTURES 

 
Aqueduct 
Channel 
Culvert 

Storm Sewer 
 

Channel, Culvert, Aqueduct, or Storm Sewer 

__________ 
Dam 
Jetty 
Weir 

 

Dam, Jetty, Weir 

 
Levee, Dike or Floodwall accredited or provisionally accredited to provide 
protection from the 1% annual chance flood 

 

Levee, Dike or Floodwall not accredited to provide protection from the 1% 
annual chance flood. 

 
Bridge 

 

Bridge 

COASTAL BARRIER RESOURCES SYSTEM (CBRS) AND OTHERWISE PROTECTED AREAS 
(OPA):  CBRS areas and OPAs are normally located within or adjacent to Special Flood Hazard 
Areas. See Notes to Users for important information. 

NO SCREEN 
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CBRS AREA 
09/30/2009 

Coastal Barrier Resources System Area: Labels are shown to clarify 
where this area shares a boundary with an incorporated area or overlaps 
with the floodway. 

OTHERWISE 
PROTECTED AREA 

09/30/2009 

Otherwise Protected Area 

REFERENCE MARKERS 

 
River mile Markers 

CROSS SECTION & TRANSECT INFORMATION 

  
Lettered Cross Section with Regulatory Water Surface Elevation (BFE) 

 
Numbered Cross Section with Regulatory Water Surface Elevation (BFE) 

 Unlettered Cross Section with Regulatory Water Surface Elevation (BFE) 

 
Coastal Transect 

 

Profile Baseline: Indicates the modeled flow path of a stream and is 
shown on FIRM panels for all valid studies with profiles or otherwise 
established base flood elevation.  

 
Coastal Transect Baseline: Used in the coastal flood hazard model to 
represent the 0.0-foot elevation contour and the starting point for the 
transect and the measuring point for the coastal mapping.  

 

Base Flood Elevation Line (shown for flooding sources for which no cross 
sections or profile are available) 

ZONE AE 
(EL 16) Static Base Flood Elevation value (shown under zone label) 

ZONE AO 
(DEPTH 2) Zone designation with Depth 

ZONE AO 
(DEPTH 2) 

(VEL 15 FPS) 
Zone designation with Depth and Velocity 

BASE MAP FEATURES 
Missouri Creek River, Stream or Other Hydrographic Feature 

 

Interstate Highway 
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U.S. Highway 

 
State Highway 

 County Highway 

MAPLE LANE 
 

Street, Road, Avenue Name, or Private Drive if shown on Flood Profile 

  
RAILROAD  Railroad 

 Horizontal Reference Grid Line 

 Horizontal Reference Grid Ticks 

 Secondary Grid Crosshairs 

Land Grant Name of Land Grant 

7 Section Number 

R. 43 W.  T. 22 N. Range, Township Number 

4276000mE Horizontal Reference Grid Coordinates (UTM) 

365000 FT Horizontal Reference Grid Coordinates (State Plane) 

80° 16’ 52.5” Corner Coordinates (Latitude, Longitude) 
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